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This invention' relates t0 the art of devices 
for indicating bouse nunbers, at night as well 
as during daylight, and is an improvement upon 
that disclosed in my co-pending application 
Serial No. 739,433, filed April 4, 1947. 5 
As in my co-pending application, supra, so here 
a]so the general ebject is to provide a unitary 
form oï device which ls capable of being adjusted 
so as to display the number of any given bouse, 
thereby permitting the saine device to be em- 10 
ployed for different bouses. 
The particular objeci of my present form of 
invention is to provide such a device with means 
whereby different numbers, whether an even or 
an odd number of digits, may be positioned in 15 
a most effective manner so as to present proper 
appearance with respect to balance within the 
display opening of the device. 
A further object of the present invention is 
to provide such a device in a comparatively coin- 20 
pact form which will prove practical in handling " 
and installing as well as in the actual use of 
the saine during both daylight and at night, 
and which may be sold at a price within the range 
of practically everyone who might have need 25 
for such a device. 
Other objects will appear from the following 
description and claires when considered together 
wïth the accompanying drawing. 
Fig. 1 is a perspective view of my present form 
of device; 30 
Fig. 2 is a view taken on line 2--2 of Fig. 3; 
Fig. 3 is a view taken on line .--3 of Fig. 2; 
Fig. 4 is an end elevation of the carriage upon 
which the tapes are mounted; 
Fig. 5 is a partial view taken on line 5--5 of 35 
Fig. 3; and 
Fig. 6 is a iront elevation of the carriage which 
appears in Fig. 4 in end elevation. 
It is to be understood that the present form 
of disclosure is merely for the purpose of illus- 40 
tration and that there might be various modi- 
fications thereof without departing from the 
spirit of my invention as herein set forth and 
claimed. 
The housing ! bas its fron t wall provided with 45 
an opening to which ls applied a transparent 
glass 2 by cementing the saine to the inside 
thereof. The upper and lower edges of the glass 
 afford a guide means for limited lateral slidable 
adustment of the removable carriage 3 upon 50 
which are mounted the plurality of separate tapes 
4 carrying the indicia, as for instance the series 
of digits to make. up a bouse number. The car- 
riage 3 may consist of a rectangular metal frame 
with its front provided wi.th .te .tçansparent _glas.s 58 
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$ and with its rear open for ready access to the 
several tapes for setting the same to display 
the proper number of a given bouse. The two 
ends of each tape are rolled upon spools 6 which 
are rotatably adjustable with suitable frictional 
engagement upon the rods 7 whose ends are 
mounted in the ends of the carriage 3. These 
tapes pass about the rods 3 which are located 
in the upper and lower corners of the carriage 
so as to ensure that the tapes will extend in 
a straight manner just to the rear of the glass 
5. The frictional engagement of the spools 6 
with the rods 7 may be suflicient to hold the saine 
in the position to which adjusted although there 
may be provided also spring washers between the 
adjacent ends of the spools, or any other suit- 
able means maybe adopted for this purpose. 
The background of each of the tapes 4 is of 
opaque character and the indicia carried there- 
by are of translucent character. Each ,of the 
tapes bas a series of digits, in the present case, 
from zero (0) to nine (9) inclusive and may be 
provided also with a one-half (½) for use in 
those cases where a bouse bas a number ending 
with one-ialf (½). l.ach of the tapes may be 
provided also with an opaque blank space for a 
purpose fo be explained. Also, in order to ac- 
commodate the lateral slidable adjustment of 
the carriage 3, the tapé at one end of the window 
is provided with a widened ïargin of blank 
opaque form and is hence wider than the other 
tapes. This additional width is suflicient to per- 
mit such lateral adustment of the carriage 3 
while stfll displaying the saine background of 
tape at this end of thë window. IAkewïse the 
glass 5 is of greater lateral extent at the cor- 
responding end of the carriage. See the left end 
of Fig. 2 and the right end of Fig. 6. 
Since I ara here employing separate tapes for 
the numbers and in order to conceal the lines 
of division between the edges of the adjacent 
tapes, I have provided the glass 5 with the 
masks 9 of sufficient Width and of the saine 
opaque character as thel background of the tapes 
4 in order to give the appearance of a con- 
tinuous and uninterrupted background for the 
number comprising the several digits. The 
ïasks 9 may be pair/ted or otherwise provided 
upon the glass 5 or may be provided in any other 
suitable mariner. 
Within the housing ! there is mounted the 
electric light buib !0 which bas the usual elec- 
tric cord extending out from the housing and 
provided with a cormector for a suitable socket. 
In order t0 prevent: undesirable glare of light 
just in front of the light bulb and in order to 
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render the illumination of the digits as uniform 
as possible throughout their entire extent, I may 
mourir a sernitransparent dimmer between the 
bulb and the tapes 4 so as fo permit proper 
amount of light fo be transmitted thereby and 
to reflect excess light fo the rear wall 12 of the 
housing, the surface of the rear wall being 
coated in such manner as fo diffuse such light 
by reflection fo all of the tapes. In this ïvay, I 
may obtain substantially uniform illumination 
of the entire composite number. The dimmer 
1 is here shown as being mounted about the 
socket of the light bulb although any other suit- 
able means may be employed for this purpose. 
The rear wall 2 of the housing is. provided 
with means for attaching the saine to the wall 
of a bouse or any other suitable support, and 
such means may be in the form of screws or 
nafls through holes in the rear wall 12. When 
this rear wall bas flrst been mounted separately 
upon ifs support, the housing will then be placed 
thereupon by slidably engaging the upper part 
of the housing with the upper edge of the rear 
wall and resting the lower part of the housing 
upon the flange I« of-the.rear wall. Then a 
screw may be secured in the registering holes in 
the overlying flanges of the bottom parts of the 
housing and rear wall so as fo thereby hold the 
entire device in position. 
In assembling the parts, after the reels bave 
been set for the desired number,.the carriage 3 
may first bave ifs lower edge inserted into the 
housing and ifs upper edge swung forwardly 
into position past the releasable spring catch 3 
fo hold the same in position. Then the dirnn.eï 
I  may be placed in position. 
In the present illustration, the bouse number 
comprises rive digits,.one of which is zero (0). 
This means that the several individual reels bave 
been turned so as fo expose these particular 
digits which together make up the number of 
the bouse fo which the device is applied. It is 
to be understood, of course, that this sa.me de- 
vice may be employed for another bouse by 
merely turning the several reels so as fo expose 
the proper digits fo nake up the desired bouse 
number. If is fo be observed also that by turn- 
ing the twoènd reels so as fo expose their blank 
spaces, this saine device may be used for a bouse 
wh0se number contains only three digits, by 
simply setting the three middie reels so as fo 
expose the digits desired. That is fo say, this 
can be done whfle the carriage occupies the 
saine position as when the number comprises 
rive digits. Likewise, with the carriage in the 
saine position, this saine device may be used for 
a number of g single digit; this being accom- 
plished by turning all of the reels except the 
middie one so as fo expose the blank spaces upon 
their tapes and then adjusting the middle tape 
so as fo display the digit desired. Thus it will 
be seen that if is possible fo display numbers 
of one, three or rive digits while the carriage oc- 
cupies the Saine position as indicated in the 
present drawing. 
Then when. if is desired fo display a number 
consisting of an even number of digits, that 
is two or four, the carriage 3 will be m0ved 
laterally fo the left as viewed in Fig. 1 of the 
present drawing. (The widened tape is indi- 
cated in Fig. 2 and Fig. 6.') Then the blank 
marginal portion of the right-hand tape, as 
viewed in Fig. 1 of the drawing, will be exposed; 
and, by turning the left-hand tape so as to ex- 
pose ifs blank space, there may be displayed any 
desired number of four digits by properly ad- 
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justing the four tapes. Then, if if be desired fo 
display a bouse number of two digits, the two 
middle tapes will be adjusted so as fo expose the 
proper digits thereof and the other two tapes 
5 will be turned so as fo expose their blank spaces. 
Thus, with the carriage 3 occupying the other 
position fo which if may be adjusted laterally, 
there may be displayed any desired number con- 
sisting of either two or four digits. .Such ad- 
10 justment of the carriage 3 is to the extent cor- 
responding approximately fo one-half the width 
of the space occupied by one of the digits, and 
the frictional engagement of the spring catch 
13 will be sufIicient fo hold the carriage in the 
15 .position in which if is set. 
In referring fo the selection of digits in the 
above :explanation, if is fo be understood ,that 
the one-half (92) which may be provided upon 
each of the tapes, is fo be regarded as. a digit 
2o since the one-half (½) may be exposed ai the 
end-Qf a number consisting of either an even or 
an odd number of digits. :[t is rather unlikely 
that there would be a bouse number consisting 
of only the single digit one half (/e), but this is 
25 possible with the present device. Of course, this 
device may be set for a bouse number le, 12, 
123, or 1234½, for instance; in fact, the digit 
of one 1]alf (½) may constitute the last part of 
any number including one, two, three ol- four 
3O other digits in addition thereto. 
What I claim is: 
1. An indicating device comprising a housing 
with a transparent window in the front wall 
thereof, a carriage laterally adjustable side-wise 
35 within said housing fo the rear of said window, 
a plurality of separate and individually change- 
able indicia, of substantially the saine height as 
said window, mounted upon said carriage so as 
to be adjustable therewith and arranged in jux- 
40 taposition fo each -other across the rear of said 
window so as fo permit a selected combination 
thereof fo be displayed therethrough as a com- 
posite sign, said carriage being laterally adjust- 
able a distance corresponding fo approximately 
45 one-ha.lf the vidth of the space occupied by one 
of said indicia so as to permit changing the 
position of the sign within said window accord- 
ing fo the number of indicia included therein, 
said indicia having associated therewith ai each 
5O end thereof blank means of the saine back- 
ground as that of said indicia and of lateral 
extent corresponding fo that of the lateral ad- 
justment of said carriage, means for mounting 
an electric light bulb within said housing and 
55 fo the rear of said indicia exposed within said 
window so as fo illuminate the saine for display, 
and an electric supply connection for said bulb. 
2. An indicating device comprising a housing 
with a transparent-window in the front wall 
60 thereof, a carriage laterally adjustable side-wise 
Within said housing to the rear of said window, 
a purality of separate and individually adjust- 
able tapes mounted upon said carriage so as fo 
be adjustable therewith and arranged in juxta- 
65 position fo each other across the rear of said 
window so as to permit .a selected combination 
thereof to be displayed therethrough as a com- 
posite sign, each of said .tapes being provided 
with a series of indicia and a blank space, the 
70 tape ai one end of said window having a later- 
ally extended marginal blank portion correspond- 
ing to-the extent of lateral adjustment of said 
carriage, said carriage being laterally adjustable 
a distance corresponding to approximately one- 
75 hall the width of the space occupied by one of 
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said tndicia so as to permit changing the position 
of the sign within the window according fo the 
number of indicia included therein, means for 
mounting an electric light bulb within said hous- 
ing and to the rear of said indicia exposed within 
said window so as to illuminate the saine for dis- 
play, and an electric supply connection for said 
bulb. 
3. A house-number indicating device com- 
prising a housing with a transparent window in 
the front wall thereof, a carriage laterally ad- 
justable side-wise within said housing to the 
rear of said window, a plurality of separate and 
individually adjustable tares each having its 
two ends mounted upon reels rotatably mounted 
upon said carriage so as tobe bodily adjustable 
therewith, each of said tares being provided 
with a sequence of digits from zero to nine in- 
clusive and also a blank space, said tapes being 
arranged in juxtaposition to each other across 
the rear of said window so as to be displayed 
therethrough as a composite numbero the tape 
atone end of said window having a laterally ex- 
tended marginal blank portion corresponding to 
the extent of lateral adjustment of said car- 
riage, said carriage being laterally adjustable a 
distance corresponding to approximately one- 
hall the width of the space occupied by one of 
said digits so as to permit changing the position 
of the composite number within said window 
according to the number of digits included there- 
in, means for mounting an electric light bulb 
within said housing and to the rear of said in- 
dicia exposed within said window so as to il- 
luminate the saine for display, and an electrc 
supply connection for said bulb. 
4. The saine structure as recited in claire 2 
hereof and with the addition of means carried by 
said carriage for masking the juxtaposed edges of 
the adjacent tapes, said masking means being 
of substantially the saine character as the back- 
ground of the tapes themselves so as to give the 
appearance of an integral form of sign. 
5. An indicating device comprising a housing 
with a transparent window in the front wall 
thereof, a carriage mounted within said housing 
and to the rear of said window for laterally slid- 
able side-wise adjustment, a transparent window 
at the front of said carriage, a plurality of 
separate and individually adjustable tapes 
mounted upon said carriage and to the rear of 
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said window in said carriage so as tobe adjusta- 
ble therewith and arranged in juxtaposition to 
each other across the rear of the window of 
said carriage so as to permit a selected combina- 
5 tion thereof to be displayed therethrough as a 
composite sign, each of said tapes being pro- 
vided with a series of indicia and a blank space, 
the tape at one end of said window having a 
laterally extended marginal blank portion cor- 
10 responding to the extent of lateral adjustment 
of said carriage, said carriage being laterally 
adjustable a distance corresponding fo approxi- 
mately one-half the width of the space occupied 
by one of said indicia so as to permit changing 
15 the position of the sign within the window ac- 
cording to the number of indicia included there- 
in, mask means provided upon the transparent 
window of said carriage so as to conceal the 
lines of division between the adjacent edges of 
20 the tapes, the character of said mask means 
ing substantially the saine as that of the back- 
ground of said tapes so as fo give the appearance 
of an integral form of sign, means for mount- 
ing an electric light bulb within said housing 
25 and to the rear of said indicia exposed within 
said window so as to illuminate the saine for 
display, and an electric supply connection for 
said bulb. 
CLAREïCE M. DUREY. 
30 
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